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untested basic model must be tested and the 
appropriate sampling provisions applied to 
determine its uniform energy factor in ac-
cordance with appendix E and this part. 

§ 429.71 Maintenance of records. 
(a) The manufacturer of any covered 

product or covered equipment shall es-
tablish, maintain, and retain the 
records of certification reports, of the 
underlying test data for all certifi-
cation testing, and of any other testing 
conducted to satisfy the requirements 
of this part, part 430, and part 431. Any 
manufacturer who chooses to use an al-
ternative method for determining en-
ergy efficiency or energy use in accord-
ance with § 429.70 must retain the 
records required by that section, any 
other records of any testing performed 
to support the use of the alternative 
method, and any certifications re-
quired by that section, on file for re-
view by DOE for two years following 
the discontinuance of all models or 
combinations whose ratings were based 
on the alternative method. 

(b) Such records shall be organized 
and indexed in a fashion that makes 
them readily accessible for review by 
DOE upon request. 

(c) The records shall be retained by 
the manufacturer for a period of two 
years from the date that the manufac-
turer or third party submitter has noti-
fied DOE that the model has been dis-
continued in commerce. 

§ 429.72 Alternative methods for deter-
mining non-energy ratings. 

(a) General. Where § 429.14 through 
§ 429.54 authorize the use of an alter-
native method for determining a phys-
ical or operating characteristic other 
than the energy consumption or effi-
ciency, such characteristics must be 
determined either by testing in accord-
ance with the applicable test procedure 
and applying the specified sampling 
plan provisions established in those 
sections or as described in the appro-
priate product-specific paragraph 
below. In all cases, the computer-aided 
design (CAD) models, measurements, 
and calculations used to determine the 
rating for the physical or operating 
characteristic shall be retained as part 
of the test records underlying the cer-
tification of the basic model in accord-
ance with § 429.71. 

(b) Testing. [Reserved] 
(c) Residential refrigerators, refrig-

erator-freezers, and freezers. The total 
refrigerated volume of a basic model of 
refrigerator, refrigerator-freezer, or 
freezer may be determined by per-
forming a calculation of the volume 
based upon computer-aided design 
(CAD) models of the basic model in lieu 
of physical measurements of a produc-
tion unit of the basic model. Any value 
of total refrigerated volume of a basic 
model reported to DOE in a certifi-
cation of compliance in accordance 
with § 429.14(b)(2) must be calculated 
using the CAD-derived volume(s) and 
the applicable provisions in the test 
procedures in 10 CFR part 430 for meas-
uring volume, and must be within two 
percent, or 0.5 cubic feet (0.2 cubic feet 
for compact products), whichever is 
greater, of the volume of a production 
unit of the basic model measured in ac-
cordance with the applicable test pro-
cedure in 10 CFR part 430. 

[79 FR 22348, Apr. 21, 2014] 

APPENDIX A TO SUBPART B OF PART 
429—STUDENT’S T-DISTRIBUTION 
VALUES FOR CERTIFICATION TEST-
ING 

FIGURE 1—T-DISTRIBUTION VALUES FOR 
CERTIFICATION TESTING 

[One-Sided] 

Degrees of 
freedom 

(from Appen-
dix A) 

Confidence Interval 

90% 95% 97.5% 99% 

1 ..................... 3.078 6.314 12 .71 31 .82 
2 ..................... 1.886 2.920 4 .303 6 .965 
3 ..................... 1.638 2.353 3 .182 4 .541 
4 ..................... 1.533 2.132 2 .776 3 .747 
5 ..................... 1.476 2.015 2 .571 3 .365 
6 ..................... 1.440 1.943 2 .447 3 .143 
7 ..................... 1.415 1.895 2 .365 2 .998 
8 ..................... 1.397 1.860 2 .306 2 .896 
9 ..................... 1.383 1.833 2 .262 2 .821 
10 ................... 1.372 1.812 2 .228 2 .764 
11 ................... 1.363 1.796 2 .201 2 .718 
12 ................... 1.356 1.782 2 .179 2 .681 
13 ................... 1.350 1.771 2 .160 2 .650 
14 ................... 1.345 1.761 2 .145 2 .624 
15 ................... 1.341 1.753 2 .131 2 .602 
16 ................... 1.337 1.746 2 .120 2 .583 
17 ................... 1.333 1.740 2 .110 2 .567 
18 ................... 1.330 1.734 2 .101 2 .552 
19 ................... 1.328 1.729 2 .093 2 .539 
20 ................... 1.325 1.725 2 .086 2 .528 

[76 FR 12451, Mar. 7, 2011; 76 FR 24780, May 2, 
2011] 
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